
100 Rittling Blvd., Buffalo, NY  14220
Tel. 716.827.6510   Fax. 716.827.6523

UH-SUB-0609

No 209940

UNIT HEATERS
FOR STEAM OR HOT WATER

All listed dimensions are approximate and are subject to change without notice. 
Modifications to the product specifications must be accepted by Rittling at its base office.

Model 
Number

VOLTAGE, MOTOR TYPE AND POWER CODE
115 & 230/60/1 115/60/1 230/60/1 230/460/60/3 230/460/60/3

Motor HP

Totally Enclosed w/ 
Thermal Overload

Totally Enclosed w/ 
Thermal Overload

Motor HP

Totally Enclosed**

01 02 05

Amps Amps Amps

RH-18 1/30 0.70 0.22 - -
RH-24 1/30 0.70 0.22 - -
RH-33 1/15 0.72 0.50 - -
RH-47 1/15 0.72 0.50 - -
RH-63 1/10 1.30 0.59 1/3 1.4/0.7
RH-86 1/10 1.30 0.59 1/3 1.4/0.7
RH-108 1/8 1.58 0.80 1/2 2.2/1.1
RH-121 1/8 1.58 0.80 1/2 2.2/1.1
RH-165 1/4 2.65 1.40 1/2 2.2/1.1
RH-193 1/4 2.75 1.40 1/2 2.2/1.1
RH-258 1/3 3.60 2.00 1/2 2.2/1.1
RH-290 1/2 4.68 2.20 1/2 2.2/1.1
RH-340 1/2 4.68 2.20 1/2 2.2/1.1
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Model
Number

A B C D E F G H J
NPT 

Connections
Fan 

Diameter

Approx. 
Shipping 
Wt. Lb.

RH-18 15 16 7/8 7 1/2 4 1/2 12 3 1/2 5 10 - 3/4 9 37

RH-24 15 16 7/8 7 1/2 4 1/2 12 3 1/2 5 10 - 3/4 9 39

RH-33 19 19 3/4 7 1/2 4 3/4 12 3 1/2 5 14 - 3/4 12 48
RH-47 19 19 3/4 7 1/2 4 3/4 12 3 1/2 5 14 - 3/4 12 50
RH-63 19 25 3/4 8 1/2 4 3/4 18 3 1/2 5 14 - 3/4 14 61

RH-86 19 25 3/4 8 1/2 4 3/4 18 3 1/2 5 14 - 3/4 14 63

RH-108 27 25 7/8 9 1/2 6 1/4 18 3 1/2 5 1/4 - 2 1 1/2 18 88
RH-121 27 25 7/8 9 1/2 6 1/4 18 3 1/2 5 1/4 - 2 1 1/2 18 90
RH-165 27 31 7/8 10 6 1/4 24 7/8 3 1/2 6 1/4 - 2 1 1/2 20 110

RH-193 27 31 7/8 10 8 3/8 24 7/8 3 1/2 6 1/4 - 2 1 1/2 20 115
RH-258 33 40 13/16 11 8 3/8 32 7/8 3 1/2 6 1/4 - 2 1/4 2 22 162
RH-290 33 40 13/16 11 8 3/8 32 7/8 3 1/2 6 1/4 - 2 1/4 2 22 164
RH-340 39 40 13/16 12 8 3/8 32 7/8 3 1/2 7 1/4 - 2 1/4 2 24 210

Model RH Dimensions (in inches)

RH-18 through RH-86

RH-108 through RH-340

A

S

Model
Number

Height - Ft.

H S
RH-18 9 18
RH-24 10 20
RH-33 11 22
RH-47 13 26
RH-63 15 30
RH-86 16 31

RH-108 16 33
RH-121 17 36
RH-165 18 38
RH-193 19 40
RH-258 20 42
RH-290 21 46
RH-340 22 50

Model
Number

Height - Ft.

H S
RH-18 9 17
RH-24 9 18
RH-33 10 20
RH-47 12 25
RH-63 14 29
RH-86 15 31

RH-108 15 32
RH-121 16 33
RH-165 17 34
RH-193 18 37
RH-258 19 40
RH-290 20 44
RH-340 20 46

Maximum Mounting Heights
Performance Data for Standard Units 
at Standard Conditions of 200 °F 
Entering Water and 60 °F Entering Air

Performance Data for Standard 
Units at Standard Conditions of 
2lbs. Steam and 60 °F Entering Air

**    RH-18 through RH-86 have side female NPT pipe connections.  RH-108 through RH-340 have top and bottom male NPT pipe connections.  
***  Units should be mounted a minimum of 5” from wall.
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UH-SUB-0609

No 209940

UNIT HEATERS
FOR STEAM OR HOT WATER

All listed dimensions are approximate and are subject to change without notice. 
Modifications to the product specifications must be accepted by Rittling at its base office.

Model
Number

A B C D E F
NPT 

Connections
Fan 

Diameter

Approx. 
Shipping 
Wt. Lb.

RH-18 16 16 7/8 13 1/8 8 1/2 21 1/2 24 7/8 3/4 9 1/16 64

RH-24 16 16 7/8 13 1/8 8 1/2 21 1/2 24 7/8 3/4 9 1/16 66

RH-33 20 19 3/4 11 7/8 10 1/2 21 1/2 24 7/8 3/4 11 13/16 75

RH-47 20 19 3/4 11 7/8 10 1/2 21 1/2 24 7/8 3/4 11 13/16 77
RH-63 20 25 3/4 15 7/16 10 9/16 22 11/16 25 3/4 3/4 13 3/4 88
RH-86 20 25 3/4 15 7/16 10 9/16 22 11/16 25 3/4 3/4 13 3/4 90

RH-108 28 25 7/8 14 3 1/2 23 7/16 27 7/16 1 1/2 17 3/4 118

RH-121 28 25 7/8 14 3 1/2 23 7/16 27 7/16 1 1/2 17 3/4 120
RH-165 28 31 7/8 20 1/16 3 1/2 24 5/8 28 7/16 1 1/2 19 11/16 140
RH-193 28 31 7/8 20 1/16 3 1/2 24 5/8 28 7/16 1 1/2 19 11/16 145
RH-258 34 40 13/16 23 9/16 3 1/2 26 5/8 29 11/16 2 21 11/16 195

RH-290 34 40 13/16 23 9/16 3 1/2 26 5/8 29 11/16 2 21 11/16 205
RH-340 40 40 13/16 27 3 1/2 28 1/16 31 3/16 2 23 5/8 251

Model RH Dimensions (in inches)

RH-18 through RH-86

RH-108 through RH-340

**    RH-18 through RH-86 have side female NPT pipe connections.  RH-108 through RH-340 have top and bottom male NPT pipe connections.  
***  Units should be mounted a minimum of 5” from wall.
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Model RH with Explosion Proof Motor Dimensional Drawings

A

S

Model
Number

Height - Ft.

H S
RH-18 9 18
RH-24 10 20
RH-33 11 22
RH-47 13 26
RH-63 15 30
RH-86 16 31

RH-108 16 33
RH-121 17 36
RH-165 18 38
RH-193 19 40
RH-258 20 42
RH-290 21 46
RH-340 22 50

Model
Number

Height - Ft.

H S
RH-18 9 17
RH-24 9 18
RH-33 10 20
RH-47 12 25
RH-63 14 29
RH-86 15 31

RH-108 15 32
RH-121 16 33
RH-165 17 34
RH-193 18 37
RH-258 19 40
RH-290 20 44
RH-340 20 46

Maximum Mounting Heights
Performance Data for Standard Units 
at Standard Conditions of 200 °F 
Entering Water and 60 °F Entering Air

Performance Data for Standard 
Units at Standard Conditions of 
2lbs. Steam and 60 °F Entering Air

Model 
Number

VOLTAGE, MOTOR TYPE AND POWER CODE
115/208-230/60/1 115/208-230/60/1

Explosion Proof
Motor HP

Explosion Proof* w/ Thermal 
Overload

06

Amps

RH-18 1/4 4.8/2.3-2.4
RH-24 1/4 4.8/2.3-2.4
RH-33 1/4 4.8/2.3-2.4
RH-47 1/4 4.8/2.3-2.4
RH-63 1/4 4.8/2.3-2.4
RH-86 1/4 4.8/2.3-2.4
RH-108 1/4 6.8/3.1-3.4
RH-121 1/4 6.8/3.1-3.4
RH-165 1/4 6.8/3.1-3.4
RH-193 1/4 6.8/3.1-3.4
RH-258 1/3 7.8/3.6-3.9
RH-290 1/2 9.6/4.7-4.8
RH-340 1/2 9.6/4.7-4.8
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No 209940

UNIT HEATERS
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All listed dimensions are approximate and are subject to change without notice. 
Modifications to the product specifications must be accepted by Rittling at its base office.

Model 
Number

VOLTAGE, MOTOR TYPE AND POWER CODE
115 & 230/60/1 115/60/1 230/60/1 230/460/60/3 230/460/60/3 115/208-230/60/1 115/208-230/60/1

Motor HP

Totally Enclosed w/ 
Thermal Overload

Totally Enclosed w/ 
Thermal Overload

Motor HP

Totally Enclosed** Explosion 
Proof

Motor HP

Explosion Proof* w/ 
Thermal Overload

01 02 05 06

Amps Amps Amps Amps

RV-42 1/10 1.30 0.59 1/3 1.4/0.7 1/4 4.8/2.3-2.4
RV-59 1/10 1.30 0.59 1/3 1.4/0.7 1/4 4.8/2.3-2.4
RV-78 1/6 2.20 1.10 1/3 1.4/0.7 1/4 4.8/2.3-2.4
RV-95 1/6 2.20 1.10 1/3 1.4/0.7 1/4 4.8/2.3-2.4

RV-139 1/4 2.75 1.40 1/2 2.2/1.1 1/3 6.6/3.1-3.3
RV-161 1/4 2.75 1.40 1/2 2.2/1.1 1/3 6.6/3.1-3.3
RV-193 1/2 4.68 2.20 1/2 2.2/1.1 1/2 9.6/4.7-4.8
RV-212 1/2 4.68 2.20 1/2 2.2/1.1 1/2 9.6/4.7-4.8
RV-247 5/8 5.85 3.40 1 4.2/2.1 1/2 9.6/4.7-4.8
RV-279 5/8 5.85 3.40 1 4.2/2.1 1/2 9.6/4.7-4.8
RV-333 1 8.95 4.50 1 4.2/2.1 - -

RV-385 1 - - 1 4.2/2.1 - -

RV-500 1 1/2 - - 1 1/2 5.0/2.5 - -

RV-610 1 1/2 - - 1 1/2 5.0/2.5 - -

No Deflector
Model

Number
Height - Ft.

H S

RV-42 11 17
RV-59 13 20
RV-78 14 22
RV-95 16 24

RV-139 18 27
RV-161 21 31
RV-193 23 34
RV-212 25 37
RV-247 26 39
RV-279 30 45
RV-333 30 45
RV-385 30 45
RV-500 37 56
RV-610 36 54

Model 
Number

A B C D E F G H I
NPT 

Connections
Fan 

Diameter

Approx. 
Shipping 
Wt. Lb.

RV-42, RV-59 23 6 3/8 12 12 3 1/8 15 2 3/4 1 7/8 3 1/4 1 1/2 13 3/4 65
RV-78, RV-95 25 6 3/8 13 13 3 1/8 17 2 3/4 1 7/8 3 1/4 1 1/2 15 3/4 76

RV-139, RV-161 25 10 3/8 14 7/16 14 7/16 3 1/8 18 7/8 2 3/4 2 3 1/4 1 1/2 17 3/4 118

RV-193, RV-212 30 12 3/8 19 17 4 20 7/8 2 3/4 2 3 5/8 2 19 3/4 157
RV-247, RV-279 35 12 3/8 20 18 4 22 7/8 2 3/4 2 3 5/8 2 21 3/4 185
RV-333, RV-385 35 18 3/8 21 21 4 24 3/4 2 3/4 2 1/2 4 1/2 2 1/2 23 3/4 220

RV-500 43 18 3/8 14 14 4 28 3/4 2 3/4 2 1/2 4 1/2 2 1/2 27 3/4 285

RV-610 43 18 3/8 14 14 4 30 3/4 2 3/4 2 1/2 4 1/2 2 1/2 29 3/4 331

Mounting Heights 
(in feet)

Model RV Dimensions (in inches)
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RV-42, 49 RV-78 Through RV-610
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Performance Data for Standard 
Units at Standard Conditions 
of 2 psig Steam and 60°F 
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Vertical Accessories, Mounting Height and Spread (in feet)

Model 
Number

Cone Jet Truncone Louvers
3-Cone 

Anemostat
4-Cone 

Anemostat

L T M X P Z N AA N EE

RV-42, RV-59 6 1/2 16 1/2 10 25 6 1/2 16 1/2 12 1/2 22 1/2 14 25
RV-78, RV-95 6 1/2 18 1/2 10 25 6 1/2 18 1/2 12 1/2 24 1/2 14 27

RV-139, RV-161 8 20 1/2 12 29 8 20 1/2 14 26 1/2 15 1/2 29

RV-193, RV-212 8 22 1/2 12 29 8 22 1/2 14 28 1/2 15 1/2 31
RV-247, RV-279 9 24 1/2 14 33 9 24 1/2 15 30 1/2 16 1/2 33
RV-333, RV-385 9 26 1/2 14 33 9 26 1/2 15 32 1/2 16 1/2 35

RV-500 10 30 1/2 18 37 10 30 1/2 16 36 1/2 17 1/2 39

RV-610 10 32 1/2 18 39 10 32 1/2 16 38 1/2 17 1/2 41

Model

Cone Jet Truncone
One-Way 
Louvers

Two-Way 
Louvers

3-Cone 
Anemostat

4-Cone 
Anemostat

Standard Standard Standard Standard Standard Standard

H S H S H S H S H S H S

RV-42 15 11 8 19 13 11 8 22 8 22 8 28
RV-59 18 13 9 25 16 14 10 28 9 28 8 35
RV-78 19 14 11 26 17 15 11 30 11 30 8 30
RV-95 21 16 11 26 17 15 11 30 11 30 8 30
RV-139 24 18 13 32 21 18 13 36 13 36 9 45
RV-161 28 21 14 35 23 20 14 40 14 40 10 50
RV-193 31 23 16 39 25 22 15 44 16 44 12 55
RV-212 33 25 16 39 25 22 15 44 16 44 12 55
RV-247 34 26 17 46 30 26 18 52 17 52 13 65
RV-279 37 30 18 53 35 30 21 60 18 60 13 75
RV-333 37 30 17 53 35 30 21 60 17 60 13 75
RV-385 36 30 17 53 35 30 21 60 18 60 13 75
RV-500 44 37 19 65 42 37 26 74 19 74 13 93
RV-610 43 36 19 63 41 41 25 72 - - - -

Vertical Air Outlet Accessory Dimensions (in inches)
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S

Cone Jet 4-Cone Anemostat

Two-Way Louvers Truncone
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H

NOTES:
Data shown for standard 2lb. steam and 60 1.	 °F entering air temperature conditions.  For louvers or cone-jet, data shown for deflectors in fully-opened position.
For mounting height and spread for hot water, multiply the value above by 1.06 to approximate the mounting height and spread at 200 2.	 °F entering water 
temperature.   

Cone Jet 4-Cone AnemostatLouversTruncone 3-Cone Anemostat


